METAL CORNICE: 8" HIGH x 36" DEEP WITH 4" WIDE x 16" HIGH TAPERED BRACKETS AND APRON

TRELLIS: PAINTED METAL. TOP SLATS: 3x6 AT 12" O.C., BEAMS: 4x6, BRACKETS: 4x8. FASTENED TO STRUCTURE WITH STAINLESS STEEL ANCHOR BOLTS.

DARK BRONZE ANODIZED ALUMINUM SINGLE-HUNG PAIR WINDOW ASSEMBLY WITH INTEGRAL ALUMINUM COVER LOUVER OVER PTAC HVAC UNIT, WHERE OCCURS (MATCHING FINISH)

3-COAT CEMENT PLASTER OVER WEATHER BARRIER OVER SHEATHING AND FRAMING.

PAINTED FIBER CEMENT SIDING OVER FURRING AND INSULATION BOARD OVER DRAINAGE PLANE/WEATHER BARRIER OVER SHEATHING AND FRAMING.

WINDOWS AT EXTERIOR WALLS TO BE RECESSED A MINIMUM OF 2" (FACE OF WINDOW FRAME TO FACE OF PLASTER FINISH), RETURN JAMBS AND HEAD TO BE PLASTER.

8"-12" DEEP CHANGES IN WALL PLANE ACHIEVED THROUGH VARIATION IN FRAMING DEPTH/FURRING.

JULIET BALCONIES TO BE PAINTED STEEL OR ANODIZED ALUMINUM. COLOR TO MATCH DARK BRONZE ANODIZED ALUMINUM WINDOWS. RAILING PICKETS 1" SQUARE. TOP + BOTTOM RAIL: 1 1/2" X 2". FASTENED TO STRUCTURE WITH EMBED BOLT PLATES

APPROX 25' ABOVE GRADE

APPROX 80 S.F. OVERALL SIGNAGE AREA (EACH LOCATION)

SIGNAGE LETTERING: FREE-STANDING LETTERS MOUNTED ON CEMENT PLASTER WALL. LETTERS TO BE BRONZE ANODIZED ALUMINUM FINISH. LETTERING: "BELMONT": 10" HIGH, "VILLAGE": APPROX. 24" HIGH, "SENIOR LIVING": 6" HIGH.

NOTES:
1. WALL MOUNTED SIGNAGE OCCURS IN TWO LOCATIONS. DETAIL SHOWS WALL MOUNTED SIGNAGE ON SOUTH FACADE. WALL MOUNTED SIGNAGE ALSO OCCURS AT WALL FACING NORTH ALONG NORTHEAST COURTYARD. SIGNAGE HEIGHT, LETTERING, AND SIZE TO BE THE SAME FOR BOTH LOCATIONS.
2. ILLUMINATION TO BE COMPACT PROFILE WALL MOUNTED SIGNAGE LIGHTS (NOT SHOWN).

8" HIGH PLANTER "PEDESTAL": STONE VENEER FACE WITH CULTURED STONE CAP

PRINTED MEDALLION SIGN. LETTERS "BELMONT": 4" HIGH, "VILLAGE": APPROX 6" HIGH, "SENIOR LIVING": 3" TALL RED BRONZE FINISH.

FLUSH HOUSING FLUORESCENT LIGHTS TO ILLUMINATE SIGNAGE

4" HOLE PLASTER "PEDESTAL": STONE VENEER FACE WITH CULTURED STONE CAP

MONUMENT SIGN: 5' OVERALL HEIGHT, 5'-6" WIDE x 2'-6" DEEP. FINISH TO BE CEMENT PLASTER WITH CULTURED STONE CAP.

FLUSH LANDSCAPE LIGHTS TO ILLUMINATE SIGNAGE