**SKYLIGHTS, OR SUNTUBES.** CONTRACTOR, OWNER, & MATERIAL/PRODUCT SUPPLIER ARE TO

The Architect is not responsible for the ordering of windows, exterior doors, and hardware. See Architectural Details for more information.

MORE INFORMATION.

FLASHED IN SUCH A MANNER AS TO MAKE THEM WATERPROOF (PER UBC). SEE ARCHITECTURAL DETAILS FOR INSTALLATION INSTRUCTIONS.

ASSEMBLY SHALL INSURE THAT ALL EXTERIOR OPENINGS EXPOSED TO THE WEATHER SHALL BE MOISTPROOFED. TYPICALLY, INSTALL SILL FLASHINGS FIRST, JAMB FLASHINGS NEXT, THEN HEAD FLASHING, HEADS. OUTSWING DOOR THRESHOLD: 159DV W/ 326D SILL NOSE AND D67 DOOR WEATHERSTRIPPING.

3. PENETRATIONS:

1. EXTERIOR CASING:

   a. MANUFACTURER:
   b. INSTALLATION TYPE:
   c. INSTALLATION:
   d. REFERENCE STANDARDS:

2. SILL PAN:

   a. MATERIAL:
   b. INSTALLATION:
   c. REFERENCE STANDARDS:

3. HEADS:

   a. TYPICAL STUCCO MOULD (FINISH PER OWNER'S APPROVAL).
   b. INSTALLATION:
   c. REFERENCE STANDARDS:

4. FACE & ALL EXTERIOR; DLO = 9" H.

   a. INSTALLATION:
   b. REFERENCE STANDARDS:

5. INTERIOR WOOD DOORS & FINISH HARDWARE NOTES:

   a. REFERENCE STANDARDS: NATIONAL WOODWORK MANUFACTURERS ASSOCIATION (NWMA) "1.S.1 - 78";
   b. INSTALLATION:
   c. REFERENCE STANDARDS: UNDERWRITERS LABORATORIES (UL) "BUILDING CODE COMPLIANCE MANUAL FOR BUILDING MATERIALS";

6. CLAD WOOD WINDOW NOTES

   a. MANUFACTURER: MARVIN OR OWNER APPROVED EQUAL.
   b. INSTALLATION:
   c. REFERENCE STANDARDS:

   1. DIVIDED LITES:
   2. STANDARD LOW-E, INSULATING GLASS, TEMPERED PER CODE AT HAZARDOUS LOCATIONS.
   3. ENTRY LOCK & DOOR GUIDES
   4. DEADBOLT
   5. RECESSED HANGERS

   1. REFERENCE STANDARDS:
   a. NATIONAL WOODWORK MANUFACTURERS ASSOCIATION (NWMA) "1.S.1 - 78";
   b. UNDERWRITERS LABORATORIES (UL) "BUILDING CODE COMPLIANCE MANUAL FOR BUILDING MATERIALS";
   c. CALIFORNIA (WIC) "MANUAL OF MILLWORK" AND "UNDERWRITERS LABORATORIES "BUILDING CODE COMPLIANCE MANUAL FOR BUILDING MATERIALS;"

7. MATERIALS:

   a. CASEMENT, FIXED, AWNING, BYPASS, SLIDING FRENCH, CASEMENT, ULTIMATE, SOLAR, FRESH AIR
   b. PREFERENCE: CLAD, PAINT GRADE
   c. INSTALLATION WITH SECURITY INSTALLATION.
   d. INSTALLATION:
   e. REFERENCE STANDARDS:

   a. NATIONAL WOODWORK MANUFACTURERS ASSOCIATION (NWMA) "1.S.1 - 78";
   b. NATIONAL ASSOCIATION OF MANUFACTURERS OF WOOD DECKS, FENCES, RAILINGS, AND BALUSTRADES (NWMA) "1.S.1 - 78";
   c. UNDERWRITERS LABORATORIES (UL) "BUILDING CODE COMPLIANCE MANUAL FOR BUILDING MATERIALS;"