<table>
<thead>
<tr>
<th>Date</th>
<th>Issue</th>
<th>Number</th>
<th>Trim</th>
<th>Screen</th>
<th>Back Rod</th>
<th>Sealant</th>
<th>Notes</th>
</tr>
</thead>
<tbody>
<tr>
<td>TBD</td>
<td>1</td>
<td>203</td>
<td>1/2</td>
<td>21/2</td>
<td>20/2</td>
<td>3/4</td>
<td>TBD</td>
</tr>
</tbody>
</table>

**General Notes**

- All window heads shall be fixed in place with non-removable screws at least 1/2" in diameter spaced not more than 12" on center. Bottom screws to be 1/8" from the bottom of the unit.
- All window heads shall be fixed in place with non-removable screws at least 1/2" in diameter spaced not more than 12" on center. Bottom screws to be 1/8" from the bottom of the unit.
- All window heads shall be fixed in place with non-removable screws at least 1/2" in diameter spaced not more than 12" on center. Bottom screws to be 1/8" from the bottom of the unit.
- All window heads shall be fixed in place with non-removable screws at least 1/2" in diameter spaced not more than 12" on center. Bottom screws to be 1/8" from the bottom of the unit.
- All window heads shall be fixed in place with non-removable screws at least 1/2" in diameter spaced not more than 12" on center. Bottom screws to be 1/8" from the bottom of the unit.
- All window heads shall be fixed in place with non-removable screws at least 1/2" in diameter spaced not more than 12" on center. Bottom screws to be 1/8" from the bottom of the unit.
- All window heads shall be fixed in place with non-removable screws at least 1/2" in diameter spaced not more than 12" on center. Bottom screws to be 1/8" from the bottom of the unit.
- All window heads shall be fixed in place with non-removable screws at least 1/2" in diameter spaced not more than 12" on center. Bottom screws to be 1/8" from the bottom of the unit.
- All window heads shall be fixed in place with non-removable screws at least 1/2" in diameter spaced not more than 12" on center. Bottom screws to be 1/8" from the bottom of the unit.
- All window heads shall be fixed in place with non-removable screws at least 1/2" in diameter spaced not more than 12" on center. Bottom screws to be 1/8" from the bottom of the unit.
- All window heads shall be fixed in place with non-removable screws at least 1/2" in diameter spaced not more than 12" on center. Bottom screws to be 1/8" from the bottom of the unit.
- All window heads shall be fixed in place with non-removable screws at least 1/2" in diameter spaced not more than 12" on center. Bottom screws to be 1/8" from the bottom of the unit.
- All window heads shall be fixed in place with non-removable screws at least 1/2" in diameter spaced not more than 12" on center. Bottom screws to be 1/8" from the bottom of the unit.
- All window heads shall be fixed in place with non-removable screws at least 1/2" in diameter spaced not more than 12" on center. Bottom screws to be 1/8" from the bottom of the unit.
- All window heads shall be fixed in place with non-removable screws at least 1/2" in diameter spaced not more than 12" on center. Bottom screws to be 1/8" from the bottom of the unit.
- All window heads shall be fixed in place with non-removable screws at least 1/2" in diameter spaced not more than 12" on center. Bottom screws to be 1/8" from the bottom of the unit.
- All window heads shall be fixed in place with non-removable screws at least 1/2" in diameter spaced not more than 12" on center. Bottom screws to be 1/8" from the bottom of the unit.
- All window heads shall be fixed in place with non-removable screws at least 1/2" in diameter spaced not more than 12" on center. Bottom screws to be 1/8" from the bottom of the unit.
- All window heads shall be fixed in place with non-removable screws at least 1/2" in diameter spaced not more than 12" on center. Bottom screws to be 1/8" from the bottom of the unit.
- All window heads shall be fixed in place with non-removable screws at least 1/2" in diameter spaced not more than 12" on center. Bottom screws to be 1/8" from the bottom of the unit.
- All window heads shall be fixed in place with non-removable screws at least 1/2" in diameter spaced not more than 12" on center. Bottom screws to be 1/8" from the bottom of the unit.
- All window heads shall be fixed in place with non-removable screws at least 1/2" in diameter spaced not more than 12" on center. Bottom screws to be 1/8" from the bottom of the unit.
- All window heads shall be fixed in place with non-removable screws at least 1/2" in diameter spaced not more than 12" on center. Bottom screws to be 1/8" from the bottom of the unit.
HOUSE LOCATION SURVEY

PORTION OF LOTS 19 AND 20, BLOCK 13,
MAP NO. 8 OF REGENTS PARK (23 M 1)
LOCATED AT 823 CARMEL AVENUE
CITY OF ALBANY, COUNTY OF ALAMEDA, CALIFORNIA
JULY, 2018
SCALE: 1" = 8'

MCRAN ENGINEERING, INC.

GRAPHIC SCALE

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25
1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25

ELEVATIONS ARE BASED ON AN ASSIGNED DATUM.
THE BBL AT THE RISING DOCK IS TAKEN AS 100.00.'